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Prevalenza: 32,5 mt. ÷ 53,0 mt.
Portata: 5,4 m3/h
Potenza nominale : 0,45 kW (0,6HP) ÷ 1,1 kW (1,5 HP)

Applicazioni
��3UHVVXUL]]D]LRQH�GL�LPSLDQWL�GRPHVWLFL�H�SLFFROD�LUULJD]LRQH�

��0RYLPHQWD]LRQH�GL�OLTXLGL�QRQ�DJJUHVVLYL�SHU�XVL�FLYLO�HG�LQGXVWULDOL�

��,PSLDQWL�GL�ODYDJJLR��LQVHULPHQWR�VX�PDFFKLQDUL�SLX­�

� FRPSOHVVL�SHU�XVL�LQGXVWULDOL��

Caratteristiche di costruzione
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Speciali voltaggi e frequenze a richiesta.
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Pump head: 32,5 mt. ÷ 53,0 mt.
Delivery: 5,4 m3/h
Rated output : 0,45 kW (0,6HP) ÷ 1,1 kW (1,5 HP)

Applications
• For domestic systems and small irrigation system pressurisation.
• Handling of non aggressive civil and industrial liquids.
• For washing systems and for insertion into complex 
 industrial machinery and lines. 

Design engineering
•�6HDOHG�PRWRU�ZLWK�H[WHUQDO�YHQWLODWLRQ�DQG�²QQHG 
 aluminium alloy casing.
• IP 44 protection class.
• Class insulation: F
• Max. pumped liquid temperature: 35°c.
• Versions: Single Phase: 220-230V/50 Hz or 220-230V/60 Hz with 

  built in thermal protection and permanent capacitor.

• Motor power: From 0,6Hp to 1,5Hp only single phase versions.

Customised voltage and frequency rating available on demand.

Performances:
at 2800 rpm 50 Hz and 3450 rpm 60 Hz

The performance data holds true for liquids:
p = 1,0 kg/dm3 density and a v= 1 mm2/s viscosity.

Elettropompe centrifughe e autodescanti multicellulari in acciaio inox
Centrifugal and self-priming multistage electric stainless steel pumps

Pos.
COMPONENTI
COMPONENTS

MATERIALE
MATERIALS

A Corpo pompa Pump body Ghisa Cast iron

B Corpo Body Acciaio inox Stainless steel

C Di!usore Di!user Noryl

D Girante Impeller Noryl

E Tenuta meccanica Mechanical seal Ceramica-grafite Ceramic-graphite

F Flangia Flange Ghisa Cast iron

G Albero (lato pompa) Shaft (pump face) Aisi416 acciaio inox
Stainless steel aisi416

MODELLO
MODEL

VOLTAGGIO 
VOLATAGE

50HZ

DATI ELETTRICI ELETRICAL DATA DATI IDRAULICI HYDRAULIC

P1 PD[ P2 QRP� I PD[ FRQGHQVDWRUH P���K ��� ��� ��� ��� ��� ��� ��� ���

N: N: +3 $PSHUH ਩F 9& ,�PLQ� �� �� �� �� �� �� �� ��

RM 60 ��;����������9 0,7 0,45 0,6 3 16,0 450

H (m)

32,5 30,0 27,5 24,5 21,0 17,5 13,0 3,5

RM 90 ��;����������9 0,95 0,67 0,9 4 20,0 450 43,0 40,5 37,5 34,5 30,0 25,0 20,0 7,0

RM 120 ��;����������9 1,2 0,9 1,2 5 20,0 450 53,0 50,5 46,5 42,0 37,0 30,5 23,5 8,5

RMA 100 ��;����������9 1,0 0,75 1,0 4,5 20,0 450 43,0 40,5 37,5 34,5 30,0 25,0 20,0 7,0

RMA 150 ��;����������9 1,3 1,1 1,5 5,5 20,0 450 53,0 50,5 46,5 42,0 37,0 30,5 23,5 8,5

Prevalenza totale in metri colonna acqua 
Total pump head and water column height in m.

MODELLO
02'(/

DIMENSIONI IN mm ',0(16,21�,1 mm

DNA DNM A B C D E F G

RM 60 1” 1” 375 170 195 150 9,5 140 180
RM 90-RMA 100 1” 1” 400 194 220 150 9,5 140 180
RM 120-RMA 150 1” 1” 420 218 245 150 9,5 140 180

MODELLO
02'(/

DIMENSIONI POMPA IN mm 3803�',0(16,21�,1 mm

L
PP

M
PP

N
PP

Peso :HLJKW
NJ

RM 60 445 200 210 11,4
RM 90 - RMA 100 445 200 210 13
RM 120 - RMA 150 445 200 210 14
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